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CONSTRUCTION DETAILS

A. INSTALL NEMA S—TYPE BASE—MOUNTED CABINET AND CONTROLLER TO MD 214
WITH ALL NECESSARY EQUIPMENT (NOTE: 2-2",1-3%,2—47 g90° pPVC Too—

SCHEDULE 80 BEND).

B. INSTALL 100 AMP METERED PEDESTAL FOR ELECTRICAL SERVICE.

C. INSTALL 27° STEEL POLE WITH 70’ MAST ARM WITH TRAFFIC SIGNAL
HEADS, SIGNS. VIDEO DETECTION CAMERA, 15’ LIGHTING ARM. AND

250 WATT HPS LUMINAIRE (NDTE: 1-3", 90®

ATOPT m
SCHEDULE 80 PVC BEND). s s
D. INSTALL 27’ STEEL POLE WITH TWIN MAST ARMS kTO'/SO')WITH TRAFFIC

SIGNAL HEADS, SIGNS., VIDEO DETECTION CAMERAS, 157 LIGHTING ARM,
AND 250 WATT HPS LUMINAIRE (NOTE: 2-3”. 90° SCHEDULE 80 PVC BEND).

E. INSTALL 27’ STEEL POLE WITH 50’ MAST ARMS WITH TRAFFIC SIGNAL _—
HEADS, SIGNS, AND VIDEO DETECTION CAMERAS (NOTE: 1-3“, 90°

SCHEDULE 80 PVC BEND).

. USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.
INSTALL ELECTRICAL HANDHOLE.

a v oo = =

REMOVE FOUNDATION 12" BELOW GRADE.

T. USE EXISTING HANDHOLE AND REMOVE EXISTING LODP DETECTION

WIRING.

U. INSTALL NON-INVASIVE MICRO-LOOP PROBES.

V. USE EXISTING HANDHOLE AND ADJUST TO GRADE WITH NEW FRAME T == = —— ==
AND COVER. DISCONNECT EXISTING FIREHOUSE PUSHBUTTON CABLE ,
FROM THE EXISTING CABINET AND PULL BACK CABLES TD THIS
HANDHOLE. RERCUTE EXISTING FIREHOUSE PUSHBUTTON CABLE TO S —

PROPOSED CABINET ONCE PROPOSED CONDUIT RUN TO IT IS COMPLETED.+ —+— —&— —— S—

W. REMOVE ISLAND AND RAMP CONCRETE FOR PROPOSED SIGNAL POLE M—Y( 11(R
INSTALLATION AND CONDUIT RUN TD EXISTING HANDHOLE. (SEE HIGHT OF W
CONSTRUCTION DETAIL "E” AND “Y”). INSTALL CONCRETE FOR AY

EXCAVATED ISLAND AND RAMP REPLACEMENT (SAME AS EXISTING)
AFTER INSTALLATION DOF PROPOSED SIGNAL POLE AND CONDUIT.

Y. INSTALL 3” SCHEDULE 80 RIGID PVC CONDUIT TRENCHED IN THE —H_—H_hﬁ_ﬁ_‘ﬁ_5_‘“—“——ﬁ——~

EXCAVATED AREA OF ISLAND. TRENCH SHALL BE HAND DUG UNDER CONSTRUCTION DETAILS cont. RIGHT OF WAY
EXISTING RAMP FOR PROPOSED CONDUIT INSTALLATION.

Z. REMOVE UNUSED WIRING. CAP AND ABANDON CONDUIT.
AA.INSTALL ASSOCIATED SHEILD ASSEMBLIES ON TWO 47 X & PUSHBUTTON AND PULL BACK TO THE NEAR HANDHOLE. REMOVE

WO0D SIGN SUPPORTS.

BB.EXISTING NON~INVASIVE PROBES ARE TO BE REROUTED (SEE , " .
CONSTRUCTION DETAIL “L”) AND TO REMAIN ACTIVE DURING EE. INSTALL 10" PEDESTAL POLE ON 18" X 36” FOUNDATION WITH COUNTDOWN

INSTALL PROPOSED SIGN ON ONE 4" X 6” WOOD SIGN SUPPORT.
- USE EXISTING PEDESTRIAN COUNTDOWN SIGNAL AND AUDIBLE PUSHBUTTON.

« USE EXISTING HANDHOLE AND ADJUST TO GRADE WITH NEW FRAME T e ——
AND COVER. DISCONNECT EXISTING SIGNAL AND INTERCONNECT
CABLES FROM EXISTING CABINET. REMOVE ALL TRAFFIC SIGNAL
HEAD WIRING EXCEPT WIRING FOR PEDESTRIAN SIGNALS AND
PUSHBUTTONS. PULL BACK EXISTING INTERCONNECT, PEDESTRIAN
SIGNAL, AND PUSHBUTTON CABLES FROM EXISTING CABINET TO —_— e —_——
THIS HANDHOLE. RERQOUTE EXISTING INTERCONNECT., PEDESTRIAN
SIGNAL. AND PUSHBUTTON CABLES TO PROPOSED CABINET.

INSTALL 2" SCHEDULE 80 RIGID PVC CONDUIT TRENCHED.

TRENCHED.

INSTALL 3“ SCHEDULE 80 RIGID PVC CONDUIT

INSTALL 4" SCHEDULE 80 RIGID PVC CONDUIT TRENCHED.

INSTALL 4” SCHEDULE 80 RIGID PVC CONDUIT

DISCONNECT EXISTING CABLES FROM SIGNAL CABINET. REMDVE
CABINET AND CONTROLLER: REMOVE AND FOUNDATION 12" BELOW GRADE.-

5. REMOVE EXISTING STRAIN POLE AND ALL ASSOCIATED EQUIPMENT:

SLOTTED.
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CC- INSTALL 3" SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED.
DD.DISCONNECT EXISTING PEDESTRIAN SIGNAL HEAD AND

ULITITY HEIGHT
FRIMARY - 26 -6"
PRIMARY - 25'—4"
CABLE - 22'-6"
EXISTING PEDESTAL POLE, PEDESTRIAN SIGNAL HEAD PUSHBUTTTON auy - 200
AND SIGN: REMOVE FOUNDATION 12" BELOW GRADE.
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NEMA PHASING

FLASHING
03 04 GPERATION
P3 ALT, PRE-EMPTION 1

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCTIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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GENERAL NOTES

T+ THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND
UTILITIES PRIOR TO INSTALL ING PROPOSED SIGNAL
EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD
éSISE,THE CONTRACTOR SHALL CONTACT THE_PROJECT

GINEER.

2-  ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE
INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE
FOR CLOSED SECTIONS. AND THE HIGHEST ROADWAY
PROFILE GRADE FOR OPEN SECTIONS TO MEET
CLEARANCES AS SPECIFIED IN MD STD. 816.03, MD
STD. 818.01, MD 818.02, AND MD STD. 818.04.
—_ THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES
PRIOR TO THE INSTALLATION OF ALL PROPOSED
SIGNAL EQUIPMENT.

PUSHBUTTONS ARE TO BE INSTALLED SO THAT THEY
CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR
FROM A 60" X 60" LEVEL LANDING AREA. A LEVEL

THAN OR EQUAL TO 2%.

—

— 7 4. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL

PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS
OF MUTCD SEC. 4E.09 AND 4E.2 AND THE NCHRP PUBLICATION,
“ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TD BEST PRACTICE”.
IF NOT MET. THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON
LOCATIONS UNTIL A DESIGN WAIVER 1S OBTAINED. AND APPROVED
BY THE DIRECTOR OF THE OFFICE OF TRAFFIC AND SAFETY.

PROPOSED SIGNAL EQUIPMENT SHALL BE INSTALLED PRIOR
Td THE CONSTRUCTION OF THE SIDEWALKS, AND PEDESTRIAN
gﬁggiéEéND THE INSTALLATION OF THE DETECTABLE WARNING

THE CONTRACTOR IS RESPONSIBLE FOR REMOVING UNUSED
CABLES FROM EXISTING HANDHOLES AND CONDUITS UTILIZED
FOR REVISION ‘D',

THE CONTACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
SIGNAL CABLES TO THE APPROPRIATE TERMINALS AND FOR
FPROPERLY LABELING EACH CABLE.

VIDEO CAMERA LOCATION/ALIGNING SHALL BE CODRDINATED
WITH THE SHA ENGINEER.

PUSHBUTTONS ARE TO BE LOCATED SO THAT A PEDESTRIAN IN
A WHEEELCHAIR LOCATED ON THE LEVEL LLANDING AREA DOES
NOT HAVE TO REACH MORE THAN 18”".

- PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSINGS

FOR WHICH THEY ARE INTENDED.

- FOR FINAL PAVEMENT MARKINGS. REFER TO THE PAVEMENT

MARKING PLAN+ OTHER THAN THOSE DETAILED ON THIS PLAN.
ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANGE
WITH MD SHA STANDARDS.

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL
BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON
COMPLETION OF THE NEW SIGNAL.

TITY CENTURY

ENGINEERING

STATE QOF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY

THE SIGNAL RECONSTRUCTION OF THIS INTERSECTION. PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON CONSULTING ENGINEERS — PLANNERS TRAFFIC ENGINEERING DESIGN DIVISION
STATION (NOTE: 1-3” 90° SCHEDULE 80 PVC BEND). ONCE NEW 8 cuo 10710 GILROY ROAD
CONDUIT IS INSTALLED TUIEEDEDSED PEDE;S{TQI‘&NBEIEEEA¥3 Eééggégg ) MD 202 (LARGO ROAD)
EOM EGE HANDHOLE. RERDUTE EXIST IRING FRQ 170"
G ile L NDING PEDESTRIAN SIGNAL HEAD AND PROPOSED PUSHBUTTON. \ HUNT VALLEY, MD 21031 AT CAMPUS WAY SOUTH
= EXIST NTS 'y
Pé[IJPDSED FF.INSTALL ISLAND CUT=THROUGH.STANDARD TYPE ‘A’. 8"TCURB {MD STDéHG%gég?&GéN? EETli:ﬁgé_EraLﬁ) I >. REVISION D CEI # 26265.20 KETTERING, MD
WARNING SURFACES (MD STD. 655.40) THE LENGTH OF THE CUT-THROU s .
g < N APerovass REVSONS SIGNALIZATION PLAN SHEET
UTILITY LEGEND GG. INSTALL STANDARD PEDESTRIAN RAMP (MD STD. 655.12), STANDARD TYPE “A" B CURS (MD STD.620.02) AND_ I | <
so D <TARM N DRIECTABLE WARNING SURFACE (WD STD. 655.40) INSTALLED THE LENG A ; l( 12101 2 \QRI GIN M © Ty Sl RECONSTRUGTON 21611 | SCAE 4 _pg  ADVERTISED DATE.  aapmaarz  CONTRACT NO. P-557-501-385
STORM DRAIN HH.REMOVE EXISTING CROSSWALK PAVEMENT MARKINGS AND REPLACE WITH 127 HEAT APPLIED WHITE PERMENANT { —\QH? 3= | / .

G G GAS MAIN PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR NEW CROSSWALK AT NEW LOCATION(SEE CROSSWALK DETAIL).| £ TERM LEADER e T AR o o . |

W W WATER MAIN JJ. INSTALL 5’ CONCRETE SIDEWALK. | 2 a2 6afos - mEVGED DUE TO GEOMETHIC DESIGNED BY FRINGE_GFORGE S

5 S SEWER MAIN | :I \ o2 E ASST OIV-CHEF : R EENTS o1 DRAWN BY ROBERT W. TYSON LOGMILE 1R020205.77

KK.REMOVE AND REPLACE CONCRETE (SAME AS EXISTING) FOR PROPOSED CONDUIT RUN TO PROPOSED HANDHOLE. [ o - \& 855 HA NO. CHECKED By oAl S NO
E E ELECTRIC CABLES ALL CONDUIT WORK SHALL BE DONE AFTER EXCAVATION AND PRIOR TO REPLACING CONCRETE FOR SIDEWALK. NG : e B8 & - ptR [ we | man [ wi [ T ] A .
1N A —~ RE
A A AERTAL CABLES LL.USE EXISTING PEDESTRIAN COUNTDOWN SIGNAL AND AUDIBLE PUSHBUTTON. REPLACE EXISTING PEDESTRIAN = \ gé o DVEION GAer T T 52005 - REVISED W8 688 MD 202 TOD NO.
T T TELEPHONE CABLES | PUSHBUTTON SIGN WITH NEW PEDESTRIAN SIGN PUSHBUTTON SIGN (37p. 39p. 40p). [ O sa8 SHA.NO, SF-SIGNAL
I —
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